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The Peacekeeper’s combat grip is designed and built specifically for 
tactical use when used in conjunction with a pistol.  

Press or click its tailcap switch for ergonomic, foolproof activation 
under even the most stressful conditions. Its precision smooth parabolic 
reflector shapes a smooth useful beam that is far-reaching, with a bright 
central area that is also optimized for situational awareness. 

The high-strength aerospace aluminum body is Mil-Spec hard anodized 
for extreme resistance to abrasion and corrosion.  A click-on/off tailcap 
switch provides ergonomic, foolproof activation even under the most 
stressful conditions. 

¼	 CombatGrip for secure hold while using the SureFire pistol grip 

¼	 Precision smooth parabolic reflector creates smooth, optimized beam 

¼	 High-performance 3.6V 18650 lithium-ion rechargeable battery 	
	 with MICRO-USB port (included) for ease of charging - no 		
	 charging cradle needed 

¼	 Dual fuel light powered by either a single SF18650B lithium-ion 	
	 rechargeable battery* or two 123A lithium primary batteries 

¼	 A click-on/off tailcap switch provides ergonomic, foolproof 		
	 activation even under the most stressful conditions

¼	 Mil-Spec hard anodized aluminum body, tempered window & 	
	 O-ring seals make light rugged and durable 

¼	 Fits bezel-up in SureFire’s V70 Polymer Speed Holster 

¼	 Includes a lanyard to enable the use of both hands during 		
	 manipulations/reloading when the lanyard is looped around the 	
	 support hand palm. Also makes it easier to pull the P1RZ out by the 	
	 lanyard when stored in pants pocket 

FEATURES

P1RZ-B-DFT 084871331869

PART# / UPC	

2.25* HOURS1,500* LUMENS  369* METERS

DUAL FUEL COMBAT GRIP FLASHLIGHT

P1RZ-B-DFT

OUTPUT 18650: 1,500*      123A: 1,100 lumens

RUNTIME 18650: 2.25*         123A: 1.75 hours

PEAK BEAM INTENSITY 18650: 34,000*      123A: 25,000 candela

DISTANCE 18650: 369*           123A: 316 meters

CONSTRUCTION Aluminum

FINISH Hard Anodized (MIL-A-8625 Type III, Class 2)

WEIGHT (w/batteries) 6.5 oz (184.3 g)  

LENGTH 5.6 in (14.2cm)

BEZEL DIAMETER 1.39 in (3.5cm)  

BATTERIES
One SF18650B lithium-ion rechargeable (incl) 
or Two 123A lithium  (not incl)

SWITCHING Click Tailcap

All performance claims tested to ANSI/PLATO FL 1-2019 Standard.

*SF18650B battery required for 1,500 lumens output, 2.25 hours runtime, 34,000 candela and 369 meters beam distance
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DUAL FUEL RECHARGEABLE PROTECTIONCOMBATGRIPBEAM PATTERN
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PACKAGING SPECS FEATURED ACCESSORIES

BODY SPECS

TYPE Blister Card - Kraft Stock 

HEIGHT 10 in (25.4 cm)   

WIDTH 4 in (10.1 cm) 

DEPTH 1.5 in (3.8 cm)

BATTERY TYPE VOLTAGE CAPACITY ENERGY WEIGHT LITHIUM CONTENT

18650 3.6V 3.5 Ah 12.58 Wh 1.72 oz 1.02 g

*Specifications per battery

123A LITHIUM BATTERIES
Available in 2, 6, 12-packs and bulk options

5.6 in (14.2 cm) 

1.39 in (3.5 cm)

V70 HOLSTER

1 in (2.54 cm)

BATTERY SPECS

SF18650B RATING/PERFORMACE COMMENTS

TYPE Protected 18650 Internal Projection /
Safety PCB

VOLTAGE 3.6V

CERTIFICATION CE, PSE, UN38.3

CHARGE END VOLTAGE 4.20V Max charge voltage

CHEMISTRY Lithium-ion

DIMENSIONS 69.4 x 18.6 mm Diameter x Height

DISCHARGE END VOLTAGE 2.50V

DISCHARGE RATE 8-10A

ENERGY 12.6 Wh

LITHIUM CONTENT 1.05 g

OPERATING TEMP RANGE (CHARGING) 0-45ºC, 65%±25%RH

OPERATING TEMP RANGE (DISCHARGING) -20ºC-+60ºC, 65%±25%RH

RATED CAPACITY 3.5Ah

STANDARD CHARGE RATE
Charging through USB can take over 8 hours if fully 
depleted. Approximately 5 hours of flashlight cutoff

STORAGE TEMP RANGE 0-35ºC 60±25%RH

USB CHARGE CURRENT 600mA ± 100mA

USB CHARGE VOLTAGE 5.0V ± 0.2V

WEIGHT 1.7 oz (49 g)
18650 Battery Charger Specification Requirements:
         1.  Use only a smart charger that uses a constant current/constant voltage charge cycle
         2. Output of 4.2VDC, with charge current output of 0.5 to 2A

SF18650B LITHIUM ION 
RECHARGEABLE BATTERIES


