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SureFire suppressor shim kits guarantee precise timing of SureFire

adapters to help provide the optimal interface when mounting
SureFire SOCOM and Legacy suppressors. Each kit includes a
variety of precision-ground stainless steel shims that are matched
to the application, ensuring top dead center and bottom dead center
for the adapter. Every kit also features a CNC-machined stainless
steel spacer that is beveled on one side so that it can be used to
provide a flat surface for shim fitment on barrels that may have a
shoulder radius. There's no simpler way to assure that your SureFire
adapter is ideally positioned for suppressor use.
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= Stainless steel shims are precision ground to ensure accuracy and
repeatability from kit to kit

= Spacers are CNC-machined from stainless steel and beveled on one
side to provide a flat shim mounting surface when used on shouldered
barrels

Part #2-71652 84871326346
For SOCOM adapters includes shim thicknesses of .001", .005" and
020" plus a.050" spacer for 1/2-28 threaded barrels. Shim ID is .510".
Shim 0D is .700"

Part #2-71657 84871324311
For SOCOM adapters includes shim thicknesses of .001", .005"and
020" plus a DLC-coated .125"spacer for 5/8-24 threaded barrels. Shim
ID is .635". Shim 0D is .750"

Part #Z-70031 84871323734
For Legacy adapters includes shim thicknesses of .003", .005", .008",
.010",.012" and .020" plus a .050" spacer for 1/2-28 threaded barrels.
Shim ID is .510". Shim 0D is .700"

Part#Z-70121 84871326339
For Legacy adapters includes shim thicknesses of 003", .005", .008",
.010”,.012" and .020" for 5/8-24 threaded barrels. Shim ID is .635".
Shim 0D is .770". Spacer notincluded
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